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LAUNCH COMPLEX B

SARY-SHAGAN ANTIMISSILE TEST CENTER
USSR

1. PROVIDED THE FIRST COVERAGE OF LAUNCH

COMPLEX B. THIS LAUNCH COMPLEX HAS SUBSEQUENTLY BEEN COVERED BY
25 KH MISSIONS, RESULTING IN THE IDENTIFICATION OF LAUNCH FACILI-
TIES "A" AND "B", A BUILDING TRIAD AREA, 4 TAUNCH INSTRUMENTATION
SITES, AN ASSEMBLY AND CHECKOUT BUILDING, AN ATRSTRIP, AND A SUP-
PORT AREA.

2. THIS MISSION REVEALS NO SIGNIFICANT CHANGE IN LAUNCH FACILITY A

SINCE THE SERVICING TOWER/LAUNCHER IS

POSITIONED ON THE GENERALLY RECTANGULAR LAUNCH PAD, AND CN THE

ROAD JUST TO THE NORTH IS A POSSIBLE TRANSPORTER., IAUNCH FACILITY

"B" REMAINS ESSENTIALLY UNCHANGED SINCE

TWO PIECES OF MISSILE SERVICING EQUIPMENT ARE POSITIONED ADJACENT
TO LAUNCH PAD B-2. THE 2 POSITIONS ALONG THE 2 LOOP ROADS WITHIN
FACILITY "B" CAN NOW BE IDENTIFIED AS POSSIBLE LAUNCH POSITIONS,
SEVERAL SMALL PIECES OF EQUIPMENT, LAUNCHERS, AND A CONTROL BUNKER
SIMITAR TO THE ONE BETWEEN LAUNCH PADS B-1 AND B-2 ARE OBSERVED.

A CABLE EXTENDS FROM THE EASTERN POSITION TO THE NORTHERN SMALL
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TRIAD BUILDING. WORK CONTINUES IN THE BUILDING TRIAD AREA. SINCE

THE CAP ADJACENT TO THE LARGE TRIAD BUILD-

ING HAS BEEN MOUNTED ON THE ENVIRONMENTAL SHELTER ON THE ROOF OF THE
BUILDING. THIS SHELTER IS SPHEROIDAL, WITH A DIAMETER OF APPROXI-
MATELY 110 FT AND A HEIGHT ABOVE THE ROOF OF AT LEAST 80 FT. THE
SOLID PARABOLIC TRACKING DISH, APPROXIMATELY 60 PT IN DIAMETER,
REMATNS ON THE GROUND ADJACENT TO THE NW CORNER OF THE BUILDING,

THE ENVIRONMENTAL SHELTERS ON THE NORTHERN AND SOUTHERN SMALL TRIAD
BUTLDINGS HAVE A MAXIMUM DIAMETER OF APPROXIMATELY 55 AND 65 FT,
RESPECTIVELY, AND A HEIGHT OF AT LEAST 4O FT ABOVE THE ROOF. EARTH
IS BEING REMOVED FROM THE PREVIOUSLY IDENTIFIED LONG, TALL EMBANK-
MENT JUST WEST OF THE UNIDENTIFIED STRUCTURE PARALLELING THE LARGE
TRIAD BUILDING. A CRANE IS ADJACENT TO EACH OF THE 3 TRIAD BUILD-
INGS. THREE CIRCULAR EXCAVATIONS CAN BE IDENTIFIED IN THE 3 WIDENED
ROAD POSITIONS APPROXIMATELY 300 FT EAST OF THE SMALL TRIAD BUILD-
INGS. THESE 3 EXCAVATIONS ARE SPACED AT INTERVALS OF 330 FT AND

490 FT FROM SOUTH TO NORTH. THE DIAMETER OF THE SOUTHERN IS APPROX-

IMATELY] THE NORTHERN APPROXIMATELY
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